
■ Easy assembly and reduced part quantity.

■ PFA FITTING Working Temp : -65˚C~+260˚C. 

■ Providing function to prevent washer from 

   detaching, when hose and body is separated.

■ Easy assembly and disassembly due to surface 

    treatment on the assembly part. 

SPECIFICATIONS
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   | PFA HOSE FITTINGS

TK-FUJIKIN Total Products 417

PFA Fitting Part No. PFA Fitting Component Part NO.
Demensions mm
N (E)

THU-4x3.96-4
Body THU-4x3.96-4

28 35.2Nut THN-4
Washer THW-4

THU-6x6.39-6
Body THU-6x6.39-6

32.9 40.3Nut THN-6
Washer THW-6

THU-8x9.56-8
Body THU-8x9.56-8

32.9 40.3Nut THN-8
Washer THW-8

THU-12x15.91-12
Body THU-12x15.91-12

43 53.4Nut THN-12
Washer THW-12

THU-16x22.26-16
Body THU-16x22.26-16

55 67.8Nut THN-16
Washer THW-16

1. TKF HOSE FITTING SERIES 2. HOSE FITTING TYPE

6. CONNECTION TYPE5. CONNECTION SIZE
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Description Designator
Union U
Elbow E
Tee T

Bulkhead Union BU
Bulkhead Female Connector BFC
Bulkhead Male Connector BMC

Description Designator
T-LOK Blank

Male NPT NM
Female NPT NF

Male PT PTM
Female PT PTF

Size Designator
1/4" 4
3/8" 6
1/2" 8
3/4" 12
1" 16

Size Designator
3.96mm 3.96
6.39mm 6.39
9.56mm 9.56
15.91mm 15.91
22.26mm 22.26

Size Designator
1/4" 4
3/8" 6
1/2" 8
3/4" 12
1" 16

3. HOSE O.D. 4. HOSE I.D.

ORDERING INFORMATION

DIMENSIONS


